
Technical Data Sheet 

Features & Benefits: 
High performance adhesive with clean removal from most surfaces 
Conformable to irregular surfaces and odd shapes 
Water and abrasion resistant  
Smooth, controlled unwind 
High thread count 
Hand tearable, no need for scissors, knives or dispensers 

PRO CAMO GAFF  

Cloth GAFF Tape 
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Pro Camo Gaff tape is a premium matte coated camouflage cloth tape         

with a premium cured rubber adhesive system.   

ISO 9001 

Certified  

Application:  
Pro Camo Gaff Tape is a high performance adhesive that will hold 
firmly for extended periods of time on most surfaces and remove with-
out residue. Pro Camo Gaff is commonly used in hunting and fishing. 
Pro Camo Gaff is also used for sealing, holding, camouflaging, cover-
ing reflective surfaces and patching applications. 

Technical Data  
 Backing: Matte cotton cloth 
 Adhesive: Synthetic rubber based 
 Adhesion to steel: 80 oz per inch 
 Thickness: 11.0 mils 
 Tensile strength: 50 lbs per inch  
 Elongation: 5% 
 Service Temperature: 50˚F to 200˚F 

 Colors: Real Tree Brown, Real Tree Green, Winter White (custom color) 

Note: The above are typical values and should not be used in writing specifications. The determination of the suitability of this product for any 
specific use is solely the responsibility of the user. No representatives, guarantees or warranties of any kind are made to the accuracy or suit-
ability for specific applications. 
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